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AWDGL-1B-E, AWDGL-1W-E

PRODUCT SPECIFICATIONS

Product Description No-drill Mount Kit for Video 
Doorbell B463AJD Series

Material Bracket: Plastic 
Adhesive Tape: Tesa 7273

Color AWDGL-1B-E: Black 
AWDGL-1W-E: White

Operating Temperature -4 °F to 122 °F / -20 °C to 50 °C

Load-bearing Weight 2.2 lbs / 1 kg

Bracket Dimensions  
(W × D ×  H)

1.8 × 5.5 × 0.7” / 
47.6 × 141.6 × 18.8 mm

Adhesive Tape Dimensions 
(W × D ×  H)

1.4 × 0.03 × 5.1” / 
37.8 × 0.8 × 131.8 mm

Product Weight 0.04 lb / 0.02 kg

No-drill Mount Kit for Video Doorbell B463AJD Series

MODEL INFORMATION

AWDGL-1B-E 6-95529-05684-5

AWDGL-1W-E 6-95529-05683-8

PACKAGE DIMENSIONS

Package Giftbox

Package Weight 0.08 lb / 0.04 kg

Package Dimensions 
(W × D × H)

2 × 1 × 6” / 
51 × 25 × 153 mm

Package Cube 0.007 ft³ / 0.0002 m³

PACKAGE CONTENTS
• Video Doorbell Mount with  

Pre-installed Adhesive Tape (1×)
• Extra Adhesive Tape (1×)
• Release Pin (1×)
• Quick Start Guide (1×)


